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Product description

Description 26 port Fast Ethernet/Gigabit Ethernet Industrial Workgroup Switch (fix installed: 2

x GE, 8 x FE; via Media Modules 16 x FE), managed, Software Layer 2
Professional, Store-and-Forward-Switching, fanless Design

Port type and quantity Up to 26 Ethernet ports, thereof up to 16 Fast-Ethernet ports via media modules
realisable; 8x TP (10/100 BASE-TX, RJ45) Fast Ethernet ports and 2 Gigabit
Combo ports fix installed

Type MACH102-8TP

Order No. 943 969-001

Power supply/signaling contact 1 x plug-in terminal block, 2-pin, output manual or automatic switchable (max. 1 A,
24V DC bzw. 24 V AC)

V.24 interface 1 x RJ11 socket, serial interface for device configuration

USB interface 1 x to connect auto-configuration adapter ACA21-USB

Twisted pair (TP) 0-100m

Multimode fiber (MM) 50/125 pm Fast Ethernet: cf. SFP LWL module M-FAST SFP-MM/LC; Gigabit Ethernet: cf.
SFP LWL module M-SFP-SX/LC and M-SFP-LX/LC

Multimode fiber (MM) 62.5/125 pm Fast Ethernet: cf. SFP LWL module M-FAST SFP-MM/LC; Gigabit Ethernet: cf.
SFP LWL module M-SFP-SX/LC and M-SFP-LX/LC

Single mode fiber (SM)9/125 pym Fast Ethernet: cf. SFP LWL module M-FAST SFP-SM/LC and M-FAST SFP-

SM+/LC; Gigabit Ethernet: cf. SFP LWL module M-SFP-LX/LC
Single mode fiber (LH)9/125 pm (long haul Fast Ethernet: cf. SFP LWL modul M-FAST SFP-LH/LC; Gigabit Ethernet: cf. SFP

transceiver LWL modul M-SFP-LH/LC and M-SFP-LH+/LC

Network size - cascadibility

Line - / star topology any

Ring structure (HIPER-Ring) quantity 50 (reconfiguration time < 0,3 sec.)

switches

Power requirements

Operating voltage 100 - 240 VAC, 47 - 63 Hz

Power outputin Btu (IT) h 41 (without media modules)

Rated current 04-02A

Power consumiticn 12 W iwithout media modulesi

Management serial Interface, web interface, SNMP V1/V2, HiVision file transfer SW
HTTP/TFTP

Diagnostics LEDs, log-file, syslog, signal contact, RMON (statistic, history, alarms, events),
port mirroring, topology discovery 802.1AB, cable diagnostic

Configuration Comand line interface (CLI), TELNET, BootP, DHCP, DHCP option 82,

HIDiscovery, auto-configuration adapter (ACD11, ACA21-USB), Watchdog
configuration; integrated DHCP server
Security Port security (IP and MAC), SNMP V3, SSH, authentication (802.1x)
Redundancy functions HIPER-ring (ring structure), MRP (IEC-ring functionality), RSTP 802.1D-2004,
redundant network/ring coupling, dual homing, link aggregation
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