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OCTOPUS 24M Train

Industrial Connectors:Bus connectors:Switch

Delivery informations

Availability available

Document created at 11.01.2010

Description Managed IP 67 switch in accordance with IEEE 802.3, store-and-forward-
switching, software layer 2 professional, Ethernet (10 Mbit/s) and Fast-Ethernet
(100 Mbit/s)

Port type and quantity 24 x 10/100 BASE-TX, M12 D coding, 4-pole, TP cable
auto-crossing, auto-negotiation, auto-polarity

Type OCTOPUS 24M Train

Order No. 943 985-001

Power supply/signaling contact 1 x M12 5-pin connector, A coding

V.24 interface 1 x M12 4-pin socket, A coding

USB interface 1 x M12 5-pin socket, A coding

Twisted pair (TP) 0-100m

Multimode fiber (MM) 50/125 pm nia

Multimode fiber (MM) 62.5/125 um n/a

Network size - cascadibility

Line - / star topology Any

Ring structure (HIPER-Ring) quantity 50 (reconfiguration time < 0.3 sec.)

switches

Operating voltage DC96to60V

Power consumption max. 13.5 W

Current consumption at 24 V DC 500 mA

Current consumifion at 48 V DC n/a

Management Serial interface, Web interface, SNMP V1/V2/V3 (HiVision/Industrial HiVision)

Diagnostics LEDs (power 1, power 2, link status, data, redundancy manager, error) cable

tester, signalling contact, RMON (statistics, history, alarms, events), SysLog
support, port mirroring

Configuration Command Line Interface (CLI scripting), auto-configuration adapter (ACA21-
M12), TELNET, BootP, DHCP Option 82, HiDiscovery

Security Port security (MAC and IP address), SNMPv3, SSHv3, SNMP access settings
(VLAN/IP), IEEE 802.1X authentication

Other services 4 QoS queues, user priority (IEEE 802.1D/p), VLAN (IEEE 802.1Q), unknown

multicast filtering, multicast support (IGMP Snooping/Querier, GMRP), broadcast
limiter per port, ingress and egress packet limiter, Flow Control IEEE 802.3x,
LLDP (topology discovery IEEE 802.1AB), Link Aggregation (IEEE 802.3ad),
buffered real-time clock, PTP support (Precision Time Protocol) (IEEE 1588 client
for system clock only), SNTP support (Simple Network Time Protocol,
client/server

Redundancy
Redundancy functions HIPER-Ring (ring structure), RSTP (Rapid Spanning Tree Protocol, IEEE
2.1w), redundant network/ring coupling, redundant power suppl!

Ambient conditions
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