Operating temperature -40 °C to +70 °C

Storage/transport temperature -40 °C to +85 °C

MTBF 28.9 years; Telecordia SR-332: Gb 25 °C

Dimensions (W x H x D) 184 mm x 189 mm x 70 mm

Mounting Wall mounting

Weight 1310g

Protection class IP 67

IEC 60068-2-27 shock 15 g, 11 ms duration, 18 shocks

IEC 60068-2-6 vibration 1 mm, 2 Hz - 13.2 Hz, 90 min.; 0,7g, 13.2 Hz - 100 Hz, 90 min.;

3.5 mm, 3 Hz - 9 Hz, 10 cycles, 1 octave/min.;
1g, 9 Hz - 150 Hz, 10 cycles, 1 octave/min.
EMC interference immunity
EN 61000-4-2 electrostatic discharge (ESD) 4 kV contact discharge, 8 kV air discharge

EN 61000-4-3 electromagnetic field 10 V/m (80 - 1000 MHz)

EN 61000-4-4 fast transients (burst) 2 kV power line, 1 kV data line

EN 61000-4-5 surge voltage power line: 2 kV (line/earth), 1 kV (line/line), 1 kV data line

EN 61000-4-6 conducted immunit 3V (10 kHz - 150 kHz), 10 V (150 kHz - 80 MHz

EMC emitted immunity

FCC CFR47 Part 15 FCC CFR47 Part 15 Class A

EN 55022 EN 55022 Class A

Safety of industrial control equipment cUL 508 pending

Germanischer Lloyd GL pending

Employment in vehicles n/a

Electronic mechanisms on rail-mounted EN 50155 (in combination with Hirschmann Power Converter PC150/72V/48V-

vehicles IP67 or PC150/36V/48V-IP67

Scope of delivery covers for sealing unused ports, M12-connector (ELWIKA 5012 PG7) for power
connection, description and operating instructions

Accessories to order separately Auto Configuration Adapter (ACA21-M12), order no. 943 931-001; modem cable

(OCTOPUS Terminalkabel), order no. 943 902-001; field assembleable M12-
connector (EM12S OCTOPUS), order no. 934 445-001; patchcords (EM12S
001Lxxxx OCTOPUS), order no. 934 578-xxx; crossing M12 to RJ45 (EF12RJ45
OCTOPUS), order no. 934 498-001

Note Please note that some recommended accessory parts only support a temperature
range from -25 °C to +70 °C and might limit the possible operating conditions for
the entire system. Specially designed connector types with protection class IP 67
and extended temperature range are available on request. Furthermore unsealed
accessories like RJ45 adapters or terminal access cables are certainly not
suitable inside IP 67 areas.
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